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DESCRIPTION

PRODUCT STANDARDS

INFORMATION

The Testmak Laboratory Ovens have been designed for drying asphalt, soil, rock, concrete, aggregate or similar mate-

rials. The oven capacity is 120 liters. From ambient to 350°C temperature range with a precision of ±2 ºC. The interior 

is manufactured from stainless steel and the exterior is robustly constructed from sheet steel finished in powder coated 

paint. Laboratory Ovens are fitted with direct reading digital control unit and equipped with an analogue over tempera-

ture protection thermostat. 120 liters laboratory ovens are supplied complete with 2 shelves. 

Natural Convection Model

Natural convection ovens rely on temperature diff erences within the oven to transfer heat to samples. They are used for 

drying applications requiring a gentle airfl ow in baking, conditioning, curing, pre-heating, and aging. Natural convection 

ovens are ideal for sterilization, drying, and thermal storage tasks that do not require high drying rates or special time pa-

rameters. Look for safety features that prevent overheating, excellent temperature uniformity, fast heat up and recovery 

times. Additional features that are nice to have are viewing windows, adjustable shelves, door alarms, lockable doors, 

stoving and curing options and moisture extraction options.
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TECHNICAL SPECIFICATIONS

Forced Convection Model

Forced air convection ovens are built with a fan inside the wall of the oven which forces the hot air in the oven to cir-

culate throughout it. The forced air circulation system provides both exceptional temperature uniformity and rapid heat 

recovery. They usually operate at temperatures in a range from ambient to a maximum of between 350 degrees Celsius. 

Forced-air laboratory ovens are often used in procedures involving cultures and samples when accurately controlled 

uniform heating is required. Choose from tabletop, undercounter or upright depending on lab space available. Look 

for convenient features such as adjustable air intake and exhaust vents, sliding window panel covers and adjustable 

shelves and safety features such as independent overtemperature protection and isolated heating elements.
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